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Design Standards
Screening Room (Nurse Triage)
ARCHITECTURAL
 Ceiling:                     Acoustic Ceiling Tile
 Ceiling Ht:      2400 mm (8'-0") (see note 1)
 Wall Finish:                                    GWB
 Wainscot:                                    --
 Base:     4” Resilient Base
 Floor Finish:                Vinyl Composition Tile
 Slab Depr:                 --
 Sound Protection:              Yes (see note 2)
 Notes: 1. Perimeter partitions full height

2. Acoustic blanket over ceilings

SPECIAL EQUIPMENT
                                         None

LIGHTING
 General:                         70FC - 3.5W/SF
 Special:                                                          --
 Notes:

POWER
 General:     1080 W RECEPT
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:       --
 Radio: --
 Telephone:   --
 Intercom:      --
 Pub. Addr: --
 Notes:

VA Design Guide
Community Based Outpatient Clinic

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15%
 100% Exhaust Air: Yes
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating:    30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: Negitive
 AC Load-Equipment:      2.9W/SF
 AC Load-Lighting: 1.7W/SF
 Number of People: 3
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: --
 Hot Water: --
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: --
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Equipment Guide List
Screening Room (Nurse Triage)

SYMBOL AI QTY DESCRIPTION

VV 1 SPHYGMOMANOMETER, WALL HUNG
VV 1 CABINET, INSTRUMENT
VV 1 TABLE, APPROX., 813 MM X 813 MM X 762 MM

(32" X 32" X 30")
VV 2 CHAIR, STRAIGHT, WITHOUT ARMS
VV 1 CLOCK, BATTERY OPERATED
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Design Standards
Nurse Station
ARCHITECTURAL
 Ceiling:                     Acoustic Ceiling Tile
 Ceiling Ht:                          2400 mm (8'-0")
 Wall Finish:                                               GWB
 Wainscot:                                    --
 Base:              4” Resilient Base
 Floor Finish:                                        Carpet
 Slab Depr:               --
 Notes:

SPECIAL EQUIPMENT
                                         None

LIGHTING
 General:                         70FC - 3.5W/SF
 Special:                                                          --
 Notes:     1. Downspots over counter

POWER
 General:    --
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:      Yes
 Radio: --
 Telephone:    Yes
 Intercom:    Yes
 Pub. Addr:    Yes
 Code One:    Yes
 Paging:    Yes
 Notes:

VA Design Guide
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HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15%
 100% Exhaust Air: --
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating:    30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: 0
 AC Load-Equipment:       3.4w/sf
 AC Load-Lighting: 2.5w/sf
 Number of People: 2
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Other: AAP
 Notes: 
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Equipment Guide List
Nurse Station

SYMBOL AI QTY DESCRIPTION

CC 1 COUNTER, PLASTIC LAMINATE TOP, 3048 MM X 1067 MM (120" X 42")
(H-08-1, MCS 12302; H-08-4, SD 27)

VV AR CHAIR, ROTARY, WITHOUT ARMS
VV 1 BULLETIN BOARD, 1524 MM X 914 MM (60" X 36")
VV AR CART, MOBILE, 457 MM X 762 MM X 914 MM (18" X 30" X 36")
CC 1 NURSE CALL, AUDIO/VISUAL, POWER AND CONTROL UNIT (H-08-1

MCS 16761)
VV 2 CRT, COMPUTER SYSTEM, WITH KEYBOARD
VV 1 PRINTER, COMPUTER SYSTEM
CC 3 RECEPTACLE, ELECTRICAL, QUADRAPLEX, FOR COMPUTER

EQUIPMENT ITEMS (H-08-1, MCS 16140; H-08-3, CS 866-1)
VV 1 CLOCK, BATTERY OPERATED
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Design Standards
Blood Specimen Collection Room
ARCHITECTURAL
 Ceiling:                       GWB
 Ceiling Ht:                          2400 mm (8'-0")
 Wall Finish:                                    GWB
 Wainscot:                                    --
 Base:     4” Resilient Base
 Floor Finish:                Vinyl Composition Tile
 Slab Depr:               --
 Notes:

SPECIAL EQUIPMENT
                                         None

LIGHTING
 General:                                       1080 W
 Special:                                                          --
 Notes:

POWER
 General:                          1080 W
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:     --
 Radio: --
 Telephone:   Yes
 Intercom:      --
 Pub. Addr: --
 Notes:

VA Design Guide
Community Based Outpatient Clinic

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15%
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating:    30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: 0
 AC Load-Equipment:     3.0 W/SF
 AC Load-Lighting: 1.7 W/SF
 Number of People: 2
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Equipment Guide List
Blood Specimen Collection Room

SYMBOL AI QTY DESCRIPTION

BLOOD SPECIMEN COLLECTION/MAILOUT ROOM
TOP 10A CF 1 COUNTER TOP, HIGH PRESSURE PLASTIC LAMINATE,

DECORATIVE, OVER PLYWOOD OR PARTICLE BOARD CORE, 1-
1/4" THICK (H-08-1 & H-08-6, MCS 11602)

VL4 CF 1 CABINET, UNDERCOUNTER, WITH 2 DRAWERS, 2 HINGED DOORS
AND 1 ADJUSTABLE SHELF, 914 MM X 559 MM X 787 MM, (36" X
22" X 31") FOR FLOOR MOUNTED ADD, 127 MM (5") TOE BASE (H-
08-1 & H-08-6, MCS 12345)

VL5 CF 1 CABINET, UNDERCOUNTER, WITH 4 DRAWERS, 1 HINGED DOOR
AND 2 ADJUSTABLE SHELVES, 914 MM X 559 MM X 787 MM, (36" X
22" X 31") FOR FLOOR MOUNTED ADD, 127 MM (5") TOE BASE (H-
08-1 & H-08-6, MCS 12345)

VL25 CF 1 CABINET, WALL, WITH SLOPING TOP, 2 GLAZED SLIDING DOORS
AND 2 ADJUSTABLE SHELVES, 914 MM X 330 MM X 762 MM (36" X
13" X 30") (H-08-1 & H-08-6, MCS 12345)

CC 2 RECEPTACLE, ELECTRICAL, DUPLEX, 120 VOLT, 20 AMP, OVER
COUNTER (H-08-1, MCS 16140; H-08-3, CS 801-3)

P-414 CC 1 LAVATORY, STRAIGHT BACK (H-08-1, MCS 15450)
VV 1 DISPENSER, SOAP, LIQUID, WALL MOUNTED
VV 1 DISPENSER, PAPER TOWEL, SURFACE MOUNTED
VV 1 RECEPTACLE, WASTE, STEP ON TYPE, APPROX., 305 MM (12")

DIAMETER
VV 1 CHAIR, BLOOD COLLECTING, APPROX. 27-1/2"W X 21-1/2"D X 32"H
VV 1 BULLETIN BOARD, 762 MM X 1067 MM (30" X 42")
VV 1 LITTER, APPROXIMATELY, 610 MM X 1829 MM (24" X 72")
VV 1 REFRIGERATOR/FREEZER, 120 VOLT, 20 AMP, DOMESTIC,

APPROX., 787 MM X 711 MM X 1676 MM (31" X 28" X 66")
VV 1 CENTRIFUGE, NON-REFRIGERATED, BENCH MODEL, 120 VOLT,

20 AMP, APPROX., 610 MM X 610 MM (24" X 24")
VV 1 CLOCK, BATTERY OPERATED
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Design Standards
Blood Specimen Collection Room (Mobil Lab Unit)
ARCHITECTURAL
 Ceiling:                            GWB
 Ceiling Ht:                          2400 mm (8'-0")
 Wall Finish:                                    GWB
 Wainscot:                                    --
 Base:     4” Resilient Base
 Floor Finish:  Vinyl Composition Tile
 Slab Depr:               --
 Notes:

SPECIAL EQUIPMENT
                                         None

LIGHTING
 General:                        50FC - 2.5 W/SF
 Special:                                                          --
 Notes:

POWER
 General:        1080 W
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:   --
 Radio: --
 Telephone:   Yes
 Intercom:      --
 Pub. Addr: --
 Notes:

VA Design Guide
Community Based Outpatient Clinic

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15%
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating:    30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: 0
 AC Load-Equipment:       3.0 W/SF
 AC Load-Lighting: 1.7 W/SF
 Number of People: 2
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Equipment Guide List
Blood Specimen Collection Room (Mobile Lab Unit)

SYMBOL AI QTY DESCRIPTION

BLOOD SPECIMEN COLLECTION/MAILOUT ROOM
TOP 10A CF 1 COUNTER TOP, HIGH PRESSURE PLASTIC LAMINATE,

DECORATIVE, OVER PLYWOOD OR PARTICLE BOARD CORE, 1-
1/4" THICK (H-08-1 & H-08-6, MCS 11602)

VL4 CF 1 CABINET, UNDERCOUNTER, WITH 2 DRAWERS, 2 HINGED DOORS
AND 1 ADJUSTABLE SHELF, 914 MM X 559 MM X 787 MM, (36" X
22" X 31") FOR FLOOR MOUNTED ADD, 127 MM (5") TOE BASE (H-
08-1 & H-08-6, MCS 12345)

VL5 CF 1 CABINET, UNDERCOUNTER, WITH 4 DRAWERS, 1 HINGED DOOR
AND 2 ADJUSTABLE SHELVES, 914 MM X 559 MM X 787 MM, (36" X
22" X 31") FOR FLOOR MOUNTED ADD, 127 MM (5") TOE BASE (H-
08-1 & H-08-6, MCS 12345)

VL25 CF 1 CABINET, WALL, WITH SLOPING TOP, 2 GLAZED SLIDING DOORS
AND 2 ADJUSTABLE SHELVES, 914 MM X 330 MM X 762 MM (36" X
13" X 30") (H-08-1 & H-08-6, MCS 12345)

CC 2 RECEPTACLE, ELECTRICAL, DUPLEX, 120 VOLT, 20 AMP, OVER
COUNTER (H-08-1, MCS 16140; H-08-3, CS 801-3)

P-414 CC 1 LAVATORY, STRAIGHT BACK (H-08-1, MCS 15450)
VV 1 DISPENSER, SOAP, LIQUID, WALL MOUNTED
VV 1 DISPENSER, PAPER TOWEL, SURFACE MOUNTED
VV 1 RECEPTACLE, WASTE, STEP ON TYPE, APPROX., 305 MM (12")

DIAMETER
VV 1 CHAIR, BLOOD COLLECTING, APPROX. 27-1/2"W X 21-1/2"D X 32"H
VV 1 BULLETIN BOARD, 762 MM X 1067 MM (30" X 42")
VV 1 LITTER, APPROXIMATELY, 610 MM X 1829 MM (24" X 72")
VV 1 REFRIGERATOR/FREEZER, 120 VOLT, 20 AMP, DOMESTIC,

APPROX., 787 MM X 711 MM X 1676 MM (31" X 28" X 66")
VV 1 MOBILE LAB UNIT
VV 1 COMPUTER SYSTEM, WITH KEYBOARD
VV 1 CLOCK, BATTERY OPERATED
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Design Standards
Office/Examination Room
ARCHITECTURAL
 Ceiling:                     Acoustic Ceiling Tile
 Ceiling Ht:      2400 mm (8'-0") (see note 1)
 Wall Finish:                                    GWB
 Wainscot:              --
 Base:                   4” Resilient Base
 Floor Finish:                Vinyl Composition Tile
 Sound Protection:          Yes (see note 2)
 Slab Depr:               --
 Notes: 1. Perimeter partitions full height

2. Acoustic blanket over ceilings

SPECIAL EQUIPMENT
                                         None

LIGHTING
 General:                           70FC-3.5W/SF
 Special:                                                          --
 Notes:

POWER
 General:                          1200 W
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:         Empty Conduit
 Radio: --
 Telephone:   Yes
 Intercom:      --
 Pub. Addr: --
 Nurse Call:   Yes
 Notes:

VA Design Guide
Community Based Outpatient Clinic

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15%
 100% Exhaust Air --
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating:    30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: 0
 AC Load-Equipment:       2.9 W/SF
 AC Load-Lighting: 2.0 W/SF
 Number of People: 2
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Equipment Guide List
Office/Examination Room

SYMBOL AI QTY DESCRIPTION

VV 1 DESK, SINGLE PEDESTAL, 1219 MM X 762 MM X 762 MM (48" X 30"
X 30")

VV 1 CHAIR, ROTARY, WITH ARMS
VV 1 BOOKCASE, SECTIONAL, EACH SECTION, 838 MM X 330 MM X 381

MM (33" X 13" X 15") WITH 254 MM (10") BASE
VV 3 HOOK, COAT, WALL MOUNTED
VV 1 RECEPTACLE, WASTE, 330 MM (13") DIAMETER
VV 1 CRT, COMPUTER SYSTEM, WITH KEYBOARD
CC 1 RECEPTACLE, ELECTRICAL, QUADRAPLEX, FOR COMPUTER

EQUIPMENT ITEMS (H-08-1, MCS 16140; H-08-3, CS 866-1)
P-418 CC 1 LAVATORY, SENSOR CONTROL (H-08-1, MCS 15450; H-08-4, VOL.

3 SD 380)
T45 CC 1 SHELF, CORROSION RESISTING STEEL, 305 MM X 127 MM (12" X

5") (H-08-1, MCS 10360; H-08-4, SD 60H)
VV 1 DISPENSER, SOAP, LIQUID, WALL MOUNTED
VV 1 DISPENSER, BIFOLD PAPER TOWEL, SURFACE MOUNTED
VV 1 TABLE, EXAMINING, PADDED, ADJUSTABLE TOP, APPROX., 1880

MM X 533 MM X 762 MM (74" X 21" X 30")
VV 1 STOOL, EXAMINING, ADJUSTABLE
VV 1 OPHTHALMOSCOPE, WALL HUNG
VV 1 OTOSCOPE, WALL HUNG
VV 1 SPHYGMOMANOMETER, WALL HUNG
VV AR ILLUMINATOR, X-RAY FILM, 120 VOLT, 150 WATTS, WALL

MOUNTED, INDIVIDUAL SWITCH FOR TWO, 356 MM X 432 MM (14"
X 17") RADIOGRAPHS, 787 MM X 508 MM (31" X 20")

VV 1 CABINET, INSTRUMENT AND TREATMENT, 914 MM X 406 MM X
1981 MM (36" X 16" X 78")

VV 1 RECEPTACLE, WASTE, STEP ON TYPE, APPROX., 305 MM (12")
DIAMETER

VV AR LIGHT, EXAMINING, PORTABLE, 120 VOLT, 20 AMP, APPROX., 457
MM (18") DIAMETER X 1905 MM (75")

VV 2 CHAIR, STRAIGHT, WITHOUT ARMS
VV 1 BULLETIN BOARD, 1219 MM X 914 MM (48" X 36")
VV 1 CLOCK, BATTERY OPERATED
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Design Standards
Examination Room
ARCHITECTURAL
 Ceiling:                       GWB
 Ceiling Ht:      2400 mm (8'-0") (see note 1)
 Wall Finish:                                    GWB
 Wainscot: --
 Base:                   4” Resilient Base
 Floor Finish:                Vinyl Composition Tile
 Sound Protection:             Yes  (see note 2)
 Slab Depr:               --
 Notes: 1. Perimeter partitions full height

2. Acoustic blanket over ceilings

SPECIAL EQUIPMENT
                                         None

LIGHTING
 General:                           70FC-3.5W/SF
 Special:                                                          --
 Notes:

POWER
 General:                                  --
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:     Empty Conduit
 Radio: --
 Telephone:   Yes
 Intercom:      --
 Pub. Addr: --
 Nurse Call:   Yes
 Notes:

VA Design Guide
Community Based Outpatient Clinic

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15%
 100% Exhaust Air --
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating:    30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: 0
 AC Load-Equipment:       2.9 W/SF
 AC Load-Lighting: 2.0 W/SF
 Number of People: 2
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Equipment Guide List
Examination Room

SYMBOL AI QTY DESCRIPTION

P-418 CC 1 LAVATORY, SENSOR CONTROL (H-08-1, MCS 15450; H-08-4, VOL. 3
SD 380)

T45 CC 1 SHELF, CORROSION RESISTING STEEL, 305 MM X 127 MM (12" X
5") (H-08-1, MCS 10360; H-08-4, SD 60H)

VV 1 DISPENSER, SOAP, LIQUID, WALL MOUNTED
VV 1 DISPENSER, BIFOLD PAPER TOWEL, SURFACE MOUNTED
VV 1 TABLE, EXAMINING, PADDED, ADJUSTABLE TOP, APPROX., 1880

MM X 533 MM X 762 MM (74" X 21" X 30")
VV 2 HOOK, COAT, WALL MOUNTED
VV 1 RECEPTACLE, WASTE, STEP ON TYPE, APPROX., 305 MM (12")

DIAMETER
VV 1 LIGHT, EXAMINING, PORTABLE, 120 VOLT, 20 AMP, APPROX., 457

MM (18") DIAMETER X 1905 MM (75")
VV 2 CHAIR, STRAIGHT, WITHOUT ARMS
VV 1 DESK, SINGLE PEDESTAL, 1219 MM X 762 MM X 762 MM (48" X 30"

X 30")
VV 1 CRT, COMPUTER SYSTEM, WITH KEYBOARD
CC 1 RECEPTACLE, ELECTRICAL, QUADRAPLEX, FOR COMPUTER

EQUIPMENT ITEMS (H-08-1, MCS 16140; H-08-3, CS 866-1)
VV 1 CLOCK, BATTERY OPERATED
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Design Standards
Multipurpose Procedure Room
ARCHITECTURAL
 Ceiling:                       GWB
 Ceiling Ht:      2895 mm (9'-6") (see note 1)
 Wall Finish:                                    GWB
 Wainscot:                                                        --
 Base:                   4” Resilient Base
 Floor Finish:                Vinyl Composition Tile
 Sound Protection:     Yes (see note 2)
 Slab Depr:               --
 Notes: 1. Perimeter partitions full height

2. Acoustic blanket over ceilings
3. Bulletin Board

SPECIAL EQUIPMENT
                                         None

LIGHTING
 General:                50-100FC (see note 1)
 Special:                                                          --
 Notes: 1. 2.5-5.0 W/SF, Fluor lamp of   

deluxe color improved type.
2. 18” DIA portable examination 

light, 120V.

POWER
 General:                          1200 W
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:     Empty Conduit
 Radio: --
 Telephone:   Yes
 Intercom:      --
 Pub. Addr: --
 Notes:

VA Design Guide
Community Based Outpatient Clinic

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 24°C (76°F)
 Dry Bulb Temp Heating: 25°C (78°F)
 Minimum % Outside Air: 100%
 100% Exhaust Air Yes
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating:    30%
 Minimum Air Changes/Hr.: 8
 Room Pressure: Negative
 AC Load-Equipment:       8.0 W/SF
 AC Load-Lighting: 2.7 W/SF
 Number of People: 5
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Equipment Guide List
Multipurpose Procedure Room

SYMBOL AI QTY DESCRIPTION

VV 1 TABLE, TREATMENT, HI-LO, ELECTRICAL, 120 VOLT, 20 AMP, 762
MM X 1981 MM X 813 MM (30" X 78" X 32")

VV 1 CABINET, INSTRUMENT AND TREATMENT, 914 MM X 406 MM X 1981
MM (36" X 16" X 78")

VV 1 LIGHT, EXAMINING, PORTABLE, 120 VOLT, 20 AMP, APPROX., 457
MM (18") DIAMETER X 1905 MM (75")

P-418 CC 1 LAVATORY, SENSOR CONTROL (H-08-1, MCS 15450; H-08-4, VOL. 3
SD 380)

VV 1 DISPENSER, SOAP, LIQUID, WALL MOUNTED
VV 1 DISPENSER, BIFOLD PAPER TOWEL, SURFACE MOUNTED
VV 1 RECEPTACLE, WASTE, STEP ON TYPE, APPROX., 305 MM (12")

DIAMETER
VV 1 BULLETIN BOARD, 1524 MM X 914 MM (60" X 36")
VV 1 ILLUMINATOR, X-RAY FILM, 120 VOLT, 150 WATTS, WALL

MOUNTED, INDIVIDUAL SWITCH FOR TWO, 356 MM X 432 MM (14" X
17") RADIOGRAPHS, 787 MM X 508 MM (31" X 20")

VV 1 OPHTHALMOSCOPE, WALL HUNG
VV 1 OTOSCOPE, WALL HUNG
VV 1 SPHYGMOMANOMETER, WALL HUNG
VV 1 CLOCK, BATTERY OPERATED
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Design Standards
Patient Wheelchair Toilet
ARCHITECTURAL
 Ceiling:                       GWB
 Ceiling Ht:       2400 mm (8'-0")(see note 1)
 Wall Finish:                                        CT
 Wainscot:              --
 Base:   CT
 Floor Finish:              CT
 Sound Protection:     Yes (see note 2)
 Slab Depr:               --
 Notes: 1. Perimeter partitions full height

2. Acoustic blanket over ceilings

SPECIAL EQUIPMENT
                                         None

LIGHTING
 General:    30FC - 1.5 W/SF
 Special:                                                          --
 Notes:

POWER
 General:                            180 W
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:     --
 Radio: --
 Telephone:   --
 Intercom:      --
 Pub. Addr: --
 Nurse Call:   Yes
 Notes:

VA Design Guide
Community Based Outpatient Clinic

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: --
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 100%
 100% Exhaust Air Yes
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: --
 Relative Humidity/Heating:    --
 Minimum Air Changes/Hr.: 10
 Room Pressure: Negative
 AC Load-Equipment:     --
 AC Load-Lighting: --
 Number of People: --
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Equipment Guide List
Patient Wheelchair Toilet

SYMBOL AI QTY DESCRIPTION

P-103 CC 1 WATER CLOSET, WALL HUNG (H-08-1, MCS 15450; H-08-4, SD 4)
CC 1 DISPENSER, TOILET TISSUE, DOUBLE ROLL (H-08-1, MCS 10800;

H-08-4, SD 12)
CC AR BAR, GRAB FOR WATER CLOSET (H-08-1, MCS 10800; H-08-4, SD

12, 14B & 14F)
P-414 CC 1 LAVATORY, STRAIGHT BACK (H-08-1, MCS 15450)

CC 1 MIRROR, 610 MM X 914 MM, (24" X 36") OVER WHEELCHAIR
LAVATORY (H-08-1, MCS 10800; H-08-4, SD 15)

CC 1 SHELF, STAINLESS STEEL, WALL HUNG, 152 MM X 457 MM (6" X
18") (H-08-1, MCS 10360; H-08-4, SD 15)

CC 1 LIGHT, OVER MIRROR (H-08-1, MCS 16510; H-08-4, SD E-F-15)
VV 1 DISPENSER, SOAP, LIQUID, WALL MOUNTED
VV 1 DISPENSER, PAPER TOWEL, SURFACE MOUNTED
VV 1 RECEPTACLE, WASTE, STEP ON TYPE, APPROX., 305 MM (12")

DIAMETER
CC 1 NURSE CALL, EMERGENCY STATION, WITH VESTIBULE SIGNAL

LIGHT, PROVIDE PULL CORD BY WATER CLOSET (H-08-1, MCS
16761)
NOTE: PROVIDE ONLY WHEN CLINIC HAS A LABORATORY.

CC 1 WINDOW, PASS-THRU, TO GENERAL LAB (H-08-1, MCS 08110)
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Design Standards
Clean Utility Room
ARCHITECTURAL
 Ceiling:                       GWB
 Ceiling Ht:                          2400 mm (8'-0")
 Wall Finish:                                    GWB
 Wainscot:              --
 Base:       4” Resilient Base
 Floor Finish:                Vinyl Composition Tile
 Slab Depr:               --
 Notes: 1. 4’-0” Door

SPECIAL EQUIPMENT
                                         None

LIGHTING
 General:                        30FC - 1.5 W/SF
 Special:                                                          --
 Notes:

POWER
 General:                             180 w
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:     --
 Radio: --
 Telephone:   --
 Intercom:      --
 Pub. Addr: --
 Notes:

VA Design Guide
Community Based Outpatient Clinic

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15%
 100% Exhaust Air Yes
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating:    30%
 Minimum Air Changes/Hr.: 4
 Room Pressure: Positive
 AC Load-Equipment:       2.0 w/sf
 AC Load-Lighting: 4.5 w/sf
 Number of People: 2
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Equipment Guide List
Clean Utility Room

SYMBOL AI QTY DESCRIPTION

VV AR SHELVING, STORAGE, MOBILE, STEEL, ROD SHELF, OPEN STYLE
WITH 5 ADJUSTABLE SHELVES

VV AR CABINET, WALL, WITH SLOPING TOP, 2 HINGED DOORS AND 2
ADJUSTABLE SHELVES, APPROX., 914 MM X 559 MM X 1067 MM
(36" X 22" X 42")

VV AR SHELVING, FLOORSTANDING, STEEL, 4 OR 5 ADJUSTABLE
SHELVES, 914 MM X 457 MM X 2134 MM (36" X 18" X 84")

VV 1 CART, CRASH, 914 MM X 914 MM (36" X 36")
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Design Standards
Soiled Utility Room
ARCHITECTURAL
 Ceiling:                       GWB
 Ceiling Ht:                          2400 mm (8'-0")
 Wall Finish:                 GWB (see note 1)
 Wainscot:              --
 Base:     4” Resilient Base (see note 2)
 Floor Finish:                Vinyl Composition Tile
 Slab Depr:               --
 Notes: 1. CT full height on fixture wall

2. RB on three (3) walls

SPECIAL EQUIPMENT
                                          

None

LIGHTING
 General:                                          (30fc)
 Special:                                                          --
 Notes:

POWER
 General:                             180 w
 Emergency: --
 Notes: --

COMMUNICATION
 ADP:     --
 Radio: --
 Telephone:   --
 Intercom:      --
 Pub. Addr: --
 Notes:

VA Design Guide
Community Based Outpatient Clinic

HEATING, VENTILATING AND AIR
CONDITIONING
 Dry Bulb Temp Cooling: 25°C (78°F)
 Dry Bulb Temp Heating: 22°C (72°F)
 Minimum % Outside Air: 15%
 100% Exhaust Air --
 Noise Criteria: NC-40
 Steam: --
 Relative Humidity/Cooling: 50%
 Relative Humidity/Heating:    30%
 Minimum Air Changes/Hr.: 6
 Room Pressure: Negative
 AC Load-Equipment:       (3.3 w/sf)
 AC Load-Lighting: (2.5w/sf)
 Number of People: 1
 Special Exhaust: --
 Notes: --

PLUMBING AND MEDICAL GASES
 Cold Water: Yes
 Hot Water: Yes
 Laboratory Air: --
 Laboratory Vacuum: --
 Sanitary Drain: Yes
 Reagent Grade Water: --
 Medical Air: --
 Medical Vacuum: --
 Oxygen: --
 Notes: 
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Equipment Guide List
Soiled Utility Room

SYMBOL AI QTY DESCRIPTION

VV 2 CART, UTILITY, CORROSION RESISTING STEEL, 914 MM X 457 MM
X 762 MM (36" X 18" X 30")

P-418 CC 1 LAVATORY, SENSOR CONTROL (H-08-1, MCS 15450; H-08-4, VOL. 3
SD 380)

VV 1 DISPENSER, SOAP, LIQUID, WALL MOUNTED
VV 1 DISPENSER, PAPER TOWEL, SURFACE MOUNTED

P-505 CC 1 SINK, SERVICE, CLINIC, FLUSHING RIM, WALL HUNG (H-08-1, MCS
15450; H-08-4, SD 379)

VV AR CARTS, SOILED, LINEN


